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GLASS-FILLED HDPE
OUTER SHELL
(Custom colours available)

GLASS-FILLED HDPE
INNER SHELL
(Custom colours available)

DEEP GROOVE BALL
BEARING

CENTRIFUGAL

FLINGER SEAL Manufacturing method

STEEL OR HOLLOW
SHAFT (Composite
hollow also available)

Manufacturer
OUTER SEAL /
ROCK SHIELD Q
Shell Construction

Bearing Housing Construction

Dual Layer
Composite ethylene
tube designed to carry
the biggest loads, noiselessly
with a super high abrasion
resistant outer wear layer
providing an early
warning wear
indicator

Shell and Tube fusion
Max Roll Length

Available Diameters

Wall thickness

Shaft Diameter

Bearing Make

Bearing series -RS C3

ABRASION RESISTANCE
COMPARED WITH STEEL
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Abrasion Resistance
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COMMON MATERIALS

HDPE Nylon  Polycarbonate Polyurethane Polypropolene

and Dimensions

SPECIFICATIONS AND DATA SHEET

Construction Materials / Methods

Sinter extruded composite
polyethylene

Alien Tube Company

Ultra stiff-18mm internal core
with 12mm super high abrasive
resistant outer skin

Hi modulus injection moulded
composite housing

Friction Welded

2000mm

127/152/178 mm (5/6/7 inch)
28mm wall

25/30/40/45/50/60 in ultralight
hollow shaft

Timken/SKF/FAG or Customer
specification

6205/6305/6306/6308/6309/
6310/6312

Ultimate
Excellent -See table
Excellent
>50 Mpa

Between 2 -4N bearing dependant
G6.3-G16



