
WEIGH SCALE 
COMPOSITE ROLLERS

Glass Filled Composite

Sinter extruded Glass Filled

Alien Tube Company 

GF- Reinforced

GF- Reinforced

2500 mm

100/110/127/133/152/159/
165/178/194/220

10/15/20mm or to load 

25-65 / CEMA F +

6205/6305/6306/6305/6309/
6310/6312 

Timken/SKF/FAG 2RS C3 or to 

V0 -Self extinguish < 6 seconds

<= 300 000

Good

Excellent
3.0

Material                                                                                                                                            

Manufacturing method 

Tube Manufacturer

Shell Construction

Bearing Housing Construction

Max Roll length-mm 

Diameters-mm

Wall thickness-mm

Shaft Diameter -mm

Bearings series

Bearing type

Fire resistance

FRAS Conductivity

Abrasion

Acid resistance 
Toxicity index -Max 5/10 

WEIGH SCALE ROLLERS WORK BEST IF:

•   Scale structure is well designed
    and accurate
•   Lead in and lead out frames are                                                                                                                                             
    essential
•   Scale loadcells neel to be regularly                                                                                                                                       
    calibrated
•  Total Indicated Runout is below 
    0.05 mm
•  The load is balanced to at least
    G40 (We can balance toG6.3)

    minutes

IF THE ROLL IS BALANCED & ROUND:

•   Belt can be run faster
•   Less vibration to distort readings
•   Less noise
•   Longer bearing life
•   More accurate weigh scale readings
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